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EXECUTIVE SUMMARY

The Eagle White Lead Company was placed on CERCLIS on January 29, 1988 as a
result of a request for discovery notice from the state of Illinois. This
site was one of fifteen Chicago area sites which was discovered in an Agency
review of potential hazardous waste areas, utilizing early 1900 fire insurance
maps.

The Eagle White Lead Company operated a facility for reducing lead and other
minerals and manufacturing white lead at 415 North Peoria in the mid-1890s.
Records indicate the Eagle White Lead Company was incorporated on October 20,
1893. In a deposition dated January 23, 1900 provided to the Illinois
Secretary of State by Mr. W.E.S. Bunn, a stockholder in the Eagle White Lead
Company, he testified to the following:

"Eagle White transacted business in Chicago for about one year after its
organization; whereupon its plant was removed to the city of Peoria. In
the spring of 1895, Eagle White was sold at a mortgages sale to Ensley
Case. Mr. Case sold it shortly thereafter. Mr. Bunn believes that Eagle
White from then on did not exercise any corporate function."

The corporation was dissolved February 1, 1900.

A Sanborn Insurance Map of the facility shows no metal reducing or white lead
production equipment. It is suspected that this facility produced white lead
by the Carter Process. In the Carter Process, metallic lead is blown with
steam or air to produce a fine powder. The fine lead powder is then treated
with acetic acid, water, air and carbon dioxide and placed in revolving wooden
cylinders. The metallic lead will corrode to white lead in approximately 14
days.

Agency representatives conducted a reconnaissance inspection of this location
on September 1, 1989. The site is approximately 0.33 acres (100' x 150') in
size. All structures indicated on the insurance map have now been
demolished. The west one-half of the site is now covered by a bridge
abuttment of a Metra railway crossing. An underpass of Interstate 94 now
occupies the eastern one-half of the property. Except for one strip of
approximately 15 feet in width, parallelling I-94, the entire location is
covered by concrete bridge piers, abuttments and highway pavement. The 15
foot strip is fenced and locked. There are no surface water inpoundments on
the location and drainage is handled by a storm sewer system. No groundwater
users or surface water intakes were found within the area of concern.

The site is bounded on the north by Hubbard Street and a paved area and, on
the south by a vacant property. To the east of the property is Interstate 94
and on the west the site is bound by Peoria Street and the other end (west) of
the Metra Railroad bridge.

The site has been assigned a no further action priority for further inspection
because there is no groundwater use and surface intakes in the area and no
indications of a potential release.

BC/mis/3184k/62



1925
1900
1875
1851

SPel¥ +

N g 1

e Lead
7]
>
2

a5 —
= 05,47
m e :
=
E c
€3 e s
L} o
= o3 WD
< opEl et
o e T
@ D
= W FERT
o= e o 5 ~
Laton) < - ’
SO = 5 vf..lu.—‘
=
= e P LU L ONvIST A3NOLS
< 2.
a H]
S
=
E : < .
2 H
g H
i i
RELELT
00.2¥ £
" LA
~
_ M Y -
Lo - - —
¢ af 357 ——— gl = oSy
= HH @5 -
Z M nHv b N e . 09w
O oM Nuvd NI w e R ELEL] ¢xl eI .
7 2|l — . -
[1 " o
4 £\ !
= \ 1=
e . H H
z BN L i = H o
] Y > o o X
3 3 « a ..4
E FE Z :
b XY ELIETT u 2
FELTH .
8 ¥
z| g H P i
m P . R bz i ONVIHSY
EERE ° 8
" = et N SY ﬂ
b4 g RE
Vi s
oN o _ 4 - m
e T g RPN, _
ﬁ .; 7 / " i - IR -
S Y 1| B B
/ g ¥
) 1
g gy w\ CLBLY. L ERELL) = ; - 2
€3] 4 l:.uu .
/ , A N
? + Y/ A\
b et 7 U S H
o A i —— . 71\
: h /3 AV ﬁ. VINHO i
o 3
S Gi ! s £
¢ P AT LN g § e
- b7/ 4 Iy ¢ H Y
\, Y/ 4 z ! ELTRIT 3 g
| ; l : -
. 7 NYNOH o S . -SRI
m 1Y ivasiy H s w wits "
I & 4 = 5 L . o p
S <Al g v % X y
x & ¥ g E an3anTaane vene S
< % Ky H e
3 7, Z - \ [t
0 d . .
! e x / b i fl o 3 |
i , 2\ o / i ]
- M S\, H SUIHILITIINYI \'AA TN [
- A L 4 D
T T . 34V "
(et o
6 1o ey - (o] o B
o B EZKE] o . g 8z ? <3
o £l e [ R4 hiHd ' o3
= % s 5 ¥s RS H
8 : E I £i%
g 4 £ TR-EY [
H = iz 18 g%
B T . 5 % 1 -
N = - H |
& 2 % . Q- — G, ;
z e | e S T
AHV ‘BEo |
i . ’ - )
B H )
5 5 puraaeacy @ EE a N
5 i “rE > X
OLRA: RLL] i 4 >
I3 TITINY OV 7 z kg ﬂwm.. |
TET S, B ] < 4 N
A x E I s
\ - B v e “m . = m_ ) oy 4]
3 i e 5 7118 1) N -l
N m o S B g L =l
: 4 - e -~ "
3 i E -
. H [ L. . . - " }
9 ) 0 2. N w
- .. T . e avd 1 wx ¥ (@) o / PR 1
&m\‘ " .:\ :2 . mer KRR _ i ! o | W =21 = a W RO ooy ;




M0 DAVMES { RTEPHE KON | winnt 8400 Q MCHLNRY LARE
RS Fta i o
LRazle Wnife LEAT commmmpy -—
A oot coon
v 30074642 otnais | want |
- : ‘-
: DV PAGR
it N ey
WHITES
ot e '*
KEMDALL fwWilL
LABALLE
HMENRY BUREAU
GRUNDY
AOCK 1SLAND
KANKAKEE
STARK UTKAM
KNOX MARSHALL LIVINOSTON
. 1MOQUOS
WOODFORD
Juuun ‘
HANCOCK | mcDONOUGH FORD
VERMILION
TAZEWELL CHRAMPAIGN
SCHUYLER DEWITY
MENARD
MACON
SANGAMON PIATT DOUGLAS EDGAR
4
)
<
- COoLES
-4
-
GREENE MACOUPIN T e
CLARK
CHAISTIAN
MEERLAND
MONTGOMERY CUMBERLL
SHELSY
FAYETTE YT
[ —
MADISON sowo LFFINGRAM
CRAWEORD
CLAY
MARSON AICHLAND | LAWNRE NCE
CLINTON
ST CLAIR
WAYNE
r/\—_ﬁ/\‘_‘ JEFFERSON
MONROE WASHINGTON
AANDOLPM

SITE LOCATION

JACKSON

FRANKLIN

WILLIAMBON

SALINE




POTENTIAL HAZARDOUS WASTE SITE . IDENTIFICATION ]

G
o P PRELIMINARY ASSESSMENT {CTSTATE[02 STENUMBER ~
\"E A PART 1 - SITE INFORMATION AND ASSESSMENT SASIDSZSMIEDZ |

Il. SITE NAME AND LOCATION ]
101 SITE NAME (Lega, comman, or descriptive name of sile) 02 STREET, ROUTE NO.. OR SPECIFIC LOCATION IDENTIFIER

ERGLE O LD A W TECOKN

B3cnY G4 STATE| 05 2P GODE__[08 GOUNTY 6TCO0 oo'i?ga‘
AN RGN T AN Vo Qo2 Zf CaAD O[S
09 COORDINATES | ATITUDE LONGITUDE | =5

415324 oW | OR7 22000

10 DIRECTIONS TO SITE (Starting from nearest public road)

A N . Peovan — (ste swe)

IN. RESPONSIBLE PARTIES .
01 OWNER (i known) \ 02 STREET (Business, smaling, residentiel}
AASVESREINO S N .
03 CITY 04 STATE| 05 ZIP CODE 06 TELEPHONE NUMBER
( )
07 OPERATOR (f known and different from owner} . 08 STREET (Business, maling, residentis)) C . QOQ“\\Q“ o mnd
ERELE WNMAWTE LESKD DISSSWED 2 )4\ oo
o8 CITY TOSTATE|11 ZiP CODE 12 TE NUMBER
) —_— — €

T3 TYPE OF OWNERSHIP (Check one) ]

0 A.PRIVATE (O B. FEDERAL: O C.STATE (OD.COUNTY ([ E. MUNICIPAL

TAgwnsy nama] )
O F. OTHER: “J5. G. UNKNOWN

_ “TSoechy]
14 OWNER/OPERATOR NOTIFICATION ON FILE (Check af that apply)
{3 A.RCRA 3001 DATERECEIVED: _____L ___{ ___ {[J B. UNCONTROLLED WASTE SITE(ceacta 103¢c) DATERECEIVED: _____ ([ __ . \)\c NONE
MONTH DAY YEAR .

MONTH DAY VEAR
(V. CHARACTERIZATION OF POTENTIAL HAZARD

-

01 ON SITE INSPECTION " BY [Chack o1 thet 2oiy] , -
AVES DATE = D A.EPA O B. EPA CONTRACTOR W STATE O D. OTHER CONTRACTOR
O NO MONTH DAY YEAR 00 €. LOCALHEALTHOFFICIAL O F. OTHER: vy —
CONTRACTOR NAME(S): e+
02 SITE STATUS (Chech one) 03 VEARS OF OPERATION _ 7
DAACTVE 8. INACTIVE O C.UNKNOWN M 3 UNKNOWN
BEGINNING YEAR ENDING YEAR e
04 DESCRIPTION OF SUBSTANCES POSSIBLY PRESENT, KNOWN, OR ALLEGE ; -
Ve, STETR™N\LSH a—vcw‘\\ | eSS %‘N‘t)
05 DESCRIPTION OF POTENTIAL HAZARD TO ENVIRONMENT AND/OR POPULATION
s . T S - N g i <%
GXEEDONNTIV) SRR 3w e anS N 2oR) SONEet H
V. PRIORITY ASSESSMENT -
01 PRIORITY FOR INSPECTION (Check ane. ¥ Nigh or medium is checked, compiels Part 2 - Waste inf ion and Part 3 - D of Hi Ci and B
O A. HIGH O B. MEDIUM O C.LOW . NONE
{inspection required promptly) (inapection required) {inkpec! on time aveilable basis) {No further action needed. complete current disposition fom)
VI. INFORMATION AVAILABLE FROM o J
01 CONTACT 02 OF (Agency/Organization] 03 TELEPHONE NUMBER
{ )
04 PERSON RESPONSIBLE FOR ASSESSMENT 05 AGENCY %2 CRGANIZATION ~ AT rryo R
PERER LT e [SENTSON - iz FASS
NN T R A b

EPA FORM 2070-12(7-81)



<EPA

POTENTIAL HAZARDOUS WASTE SITE

1. IDENTIFICATION

PRELIMINARY ASSESSMENT TS A sy
PART 2 - WASTE INFORMATION Y RRS\GNDZ.
. WASTE STATES, QUANTITIES, AND CHARACTERISTICS
01 PHYSICAL STATES /Check a7 that aziy- 02 WASTE QUANTITY AT SITE 03 WASTE CHARACTERISTICS ‘Creck an thar acsiyt
iMeasures of wasie quannties
XA SOUI0 £ SLURRY s e "'""""‘_""" ,\ A TOXIC E SOLUBLE 1 HIGHLY VOLATILE
8 POWDER. FINES F'UiouD TONS \ONRRARENS B CORROSIVE F INFECTIOUS J EXPLOSIVE
C SLUDGE G GAS ONS\R e o ., C RADIOACTIVE G FLAMMABLE K REACTIVE
CUBIC Anosww\ %, O PERSISTENT H IGNITABLE L INCOMPATIBLE
. D OTHER M NOT APPLICABLE
1Spacity) NO OF DRUMS =
. WASTE TYPE
CATEGORY SUBSTANCE NAME 01 GROSS AMOUNT {02 UNIT OF MEASURE} 03 COMMENTS
SLU SLUDGE
ow OILY WASTE
SOL SOLVENTS
PSD PESTICIDES
occ OTHER ORGANIC CHEMICALS
10C INORGANIC CHEMICALS
ACD ACIDS
BAS BASES
MES HEAVY METALS ORI SN -
IV. HAZARDOUS SUBSTANCES isec 4 tor most citeu CAS
01 CATEGORY 02 SUBSTANCE NAME 03 CAS NUMBER 04 STORAGE DISPOSAL METHOD 05 CONCENTRATION | SSMEASURE OF

CONCENTRATION

V. FEEDSTOCKS 'See appencis 10 C45 Numpers,

CATEGORY 01 FEEDSTOCK NAME 02 CAS NUMBER CATEGORY 01 FEEDSTOCK NAME 02 CAS NUMBER
FOS FDS
FDS FDS
FDS FDS
FCS ) FDS

Vi. SOURCES OF INFORMATION Cue soeci relorances e g . stare tios sample analysis raports )

LRSS \WWEONER ZAEDS  QGSUARNNS <= 5
LU ER2TD AIONETS Y s DSZ2

LS QD YWY ™

EPAFORAM 2070-12 (7-81)




I. IDENTIFICATION

POTENTIAL HAZARDOUS WASTE SITE

03 POPULATION POTENTIALLY AFFECTED o> __

< EPA PRELIMINARY ASSESSMENT O S| ST e,
- AR STONTIZ.
A4 PART 3 - DESCRIPTION OF HAZARDOUS CONDITIONS AND INCIDENTS
. HAZARDOUS CONDITIONS AND INCIDENTS
01 V A. GROUNDWATER CONTAMINATION 02 _° OBSERVED {DATE ___ ) “A POTENTIAL ALLEGED

04 NARRATIVE DESCRIPTION

VERAN OETALS SO LEQAON NSO S0
SRS I =5 25 SUSNCESSN Sl v © L ST WANSE Sy § i, v

03 POPULATION POTENTIALLY AFFECTED: ____

01.3 B SURFACE WATER CONTAMINATION 02 " OBSERVED (DATE. [ — L. POTENTIAL .. ALLEGED
03 POPULATION POTENTIALLY AFFECTED . 04 NARRATIVE DESCRIPTION
01 I3 C CONTAMINATION OF AIR 02 T OBSERVED(DATE: - ) .. POTENTIAL ° ALLEGED

04 NARRATIVE DESCRIPTION

0t U D. FIRE/EXPLOSIVE CONDITIONS
03 POPULATION POTENTIALLY AFFECTED:

02 33 OBSERVED (DATE:
04 NARRATIVE DESCRIPTION

—1} [ POTENTIAL Z ALLEGED

03 AREA POTENTIALLY AFFECTED: _Q_J_S_

(Acres}

OSKLELERTINDID

01 I E. DIRECT CONTACT 02 {2 OBSERVED (DATE. ) 2> POTENTIAL .~ ALLEGED
03 POPULATION POTENTIALLY AFFECTED. 04 NARRATIVE DESCRIPTION
01&_ F. CONTAMINATION OF SOIL 02 CJ OBSERVED (DATE me—m_ .} F~POTENTIAL . ALLEGED

04 NARRATIVE DESCRIPTION so\ N\ 9&“&%‘{ \A

BDEADEE _IBATTCEI ST @) S22 (O TRaRisTaSifRe e D
WITH LERITT TNRNAE SNNTE LERXRNTD TP ZSTINETNESD

02 [) OBSERVED (DATE ______

03 POPULATION POTENTIALLY AFFECTED" _

01 [ G. DRINKING WATER CQNTAMINATION —— . _ .. POTENTIAL . ALLEGED
03 POPULATION POTENTIALLY AFFECTED" ___ . _ _ _ 04 NARRATIVE DESCRIPTION
01 ] H. WORKER EXPOSURE/INJURY 02 () OBSERVED (DATE ——.) L POTENTIAL .1 ALLEGED
03 WORKERS POTENTIALLY AFFECTED: _____ 04 NARRATIVE DESCRIPTION
01 i | POPULATION EXPOSURE/INJURY 021 OBSERVED(DATE: __ ) () POTENTIAL i ALLEGED

04 NARRATIVE DESCRIPTION

EPA FORM 2070-12(7-81)



04 NARRATIVE DESCRIPTION

a POTENTIAL HAZARDOUS WASTE SITE I. IDENTIFICATION
VEPA : PRELIMINARY ASSESSMENT 57 STATE]02 STE MUMGER
PART 3 - DESCRIPTION OF HAZARDOUS CONDITIONS AND INCIDENTS L\ EORCENG-(§2)

L HAZARDOUS CONDITIONS AND INCIDENTS commes

01 O J. DAMAGE TO FLORA 02 ) OBSERVED (DATE: —_—) 0O POTENTIAL 0 ALLEGED
04 NARRATIVE DESCRIPTION

01 0 K. DAMAGE TO FAUNA 02 T OBSERVED (DATE: TENTIAL 0O ALLEGED
04 NARRATIVE DESCRIPTION tncu.ce namers) o spscsest ) OPfo

01 0 L. CONTAMINATION OF FOOD CHAIN 02 [J OBSERVED (DATE: ) 0O POTENTIAL 0O ALLEGED
04 NARRATIVE DESCRIPTION

0t [ ] M UNSTABLE CONTAINMENT OF WASTES 02 (J OBSERVED (DATE: } 0O POTENTIAL a A‘LLEGED

1Spdla runoH standng howdy Inphmg dryms)

03 POPULATION POTENTIALLY AFFECTED. _____ 04 NARRATIVE DESCRIPTION

01 { N DAMAGE TO OFFSITE PROPERTY 02 L; OBSERVED (DATE: ) J POTENTIAL O ALLEGED
04 NARRATIVE DESCRIPTION

01 £ 0. CONTAMINATION OF SEWERS, STORM DRAINS, WWTPs 02 (3 OBSERVED (DATE: ) O POTENTIAL D ALLEGED
04 NARRATIVE DESCRIPTION

01 1 P. LLEGAL/UNAUTHORIZED DUMPING 02 71 OBSERVED (DATE: Y O POTENTIAL 0O ALLEGED

05 DESCRIPTION OF ANY OTHER KNOWN, POTENTIAL, OR ALLEGED HAZARDS

H. TOTAL POPULATION POTENTIALLY AFFECTED:

V. COMMENTS

V. SOURCES OF INFORMATION iCre soecific refersnces. o. g.. state fies. sampole analysis, reports)

SN ESEIN \RUOSWNWZA Uem TORe S
SECELETRRN O STATE (SROSEZSTTON © N2

EPAFORM 2070-12(7-81)
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dian humorist, rivaled Mark
tirer in the United States.

STEPHEN LEACOCK,

Twain as a popular

happily, for the ebull{ent genius of the humorist
was not to be explaified by the theorizing pro-
fessor. Leacock died Y{n Toronto on March 28,
1944.

Evaluation. Leacpck’d fame rests on his hu-
morous writing, and duripng his lifetime his repu-
tation was augmefited his great gifts as a
lecturer and after-flinner dpeaker, in which realm
he was ranked ag the equial of Mark Twain by
people who had heard both. Widely popular in
the- United Stateg, where his\work seemed to have
an English flavgr, and in Eggland, where critics
found in him g New World breeziness, he was
very much a Cy¢nadian.

His chief fcontribution td distinctively Ca-
nadian literatfire was Sunshiyje Sketches of a
Little Town (£912), which was\based on recollec-
tions of his fboyhood in Orilla, Ontario. The
uproarious ffirce that characterives much of his
work is herd subdued to a richer\humor, and the
critical bitd that is to be foun§ in all of his
best writigg is controlled in thi¥ book by an
acute artisfic sensibility.

ROBERTSON DAVIES
University of Toronto

Furthgr Reading: Legate, David, St
( Doubledhy 1970).

LEAD, fled, a city in western South Pakota, in
Lawrehce county, is situated at an altjtude of 1
mile 5,280 feet, or 1,607 meters) in the Black
Hills,/ about 35 miles (56 km) northwest of
Rapifl City. It is the site of the Homestake Mine,
whigh is the chief producer of gold in thd United
Stages, The city’s principal industries afe con-
neqted with mining. The city is know
toyrist resort, especially for winter sports.

Like the neighboring communitiés of Sp
afid Deadwood, Lead was settled in 1876 \after
gold was discovered in the region. It wad in-
dorporated as a city in 1890 and has the
rission form of government. Population: 4,

hen Leacock

LEAD is a soft, heavy metallic element. It was
one of the nine chemical elements known and
used in the ancient world. Throughout history
it has been widely employed in art and archi-
tecture, and in modern times it has been used in
making such diverse items as printer’s type and
radiation shields. Its symbol, Pb, is derived from
plumbum, the Latin word for lead.

Metallic lead, lead alloys, and lead compounds
are all of great industrial importance. Major
uses of the element are in lead storage batteries,
solder, plumbing, cable coverings, ammunition,
paints, and gasoline additives. Because lead is
inexpensive and easily and accurately cast, it has
been used as a material for sculpture since the
time of the early Greeks. It has often been used
as a substitute for bronze. Its use in interior
paints and its misuse in ceramic glazes cause
health hazards because lead is highly toxic if
improperly handled. See also LEap PoisoNING.

HISTORY

Among the oldest and most versatile of the
common metals, lead was widely valued and used
in ancient times. Its early metallurgy is closely
related to that of silver, since both metals were
obtained from the sulfide ore galena.

Lead was being refined and used in Egypt
before 3000 B.c. One of the earliest known
specimens of lead, dated about 3000 B.cC., is a
figure found at the Dardanelles on the site of the
ancient city of Abydos. About 1100 B.c. the
Phoenicians founded a settlement on the Atlantic
coast of Spain, on the site of modern Cédiz, in
order to trade with the inhabitants, who pos-
sessed great stores of lead as well as gold and
silver. The Phoenicians also worked lead mines in
Cyprus and on many islands of the Aegean Sea.
Lead was also well known to the Chaldeans.

The tremendous galena deposits of Laurion,
near Athens, were discovered in the 6th century
B. C. and they became the main economic support
of Athens. Both lead and silver were recovered
from the ore. The mines were worked until the
2d century a.p. Since much of the silver had
been left in the slag in the first refining processes,
the millions of tons of slag in the area were
resmelted several times in %ater centuries with
the recovery of appreciable quantities of silver.

The Romans at the time of the Caesars were
probably the first to realize the industrial po-
tential of lead. Besides sheet lead, they produce
lead pipe in 15 standard sizes and regular 10-
foot (3-meter) lengths for use in their extensive
water-supply systems. The pipe was made from
cast slabs or sheets folded around a mandrel an
welded or soldered along the seam thus formed:
Like the Greeks, the Romans tapered their pipes
to fit one into the next. They were aware of lea
poisoning but persisted in making lead pipe, per
haps because they found no other suitable mate-

rial. Lead pipe-is still used today, especially it B

U. S. and European sewage systems.

Beginning with the Romans, sheet lead W&

widely used for many centuries as a waterprool-

ing membrane and for roofing. The latter use & 8

well illustrated by the lead-covered domes ©
St. Sophia (532-537 a.p.) in Istanbul, Turkey-
Many buildings constructed in the 15th and 16th
centuries and still standing provide examples ©
the utilization of lead both for roofing maten?
and the conveyance of water. e

Lead craftsmen and artisans flourished duf‘“%
the Middle Ages, and outstanding examples ©

*eir: production of le

wt:d. leader heads ma

puildings as Windsor

- athedrals of Amiens
' 'x- v

PRC

Lead is a soft, bl
®Pright metallic luster
H However, on exposure
y patina. In indust
“to"a.dark gray or bla
_with a nail and is eas
“make marks on paper,
=" Lead is located in
table. Its atomic nur
eight is 207.19. T
anging from ™Pb to
7 of: the isotopes ™“Ph.
22.6%; and “*Pb, 52.3
and 4. Its melting po:
‘and its boiling point is
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production of leaden ornaments, statuary,

eader heads may still be found on such
ildings as Windsor Castle, England, and the
ihedrals of Amiens and Reims in France.

PROPERTIES

Lead is a soft, bluish gray metal that has a
ght metallic luster when newly cut or melted.
*Powever, on exposure to air it takes on a silvery
patina. In industrial atmospheres it changes
“f5-a dark gray or black. Lead can be scratched
wth a nail and is easily cut. Although lead can
+hake marks on paper, graphite is used in pencils.
Lead is located in Group IVA of the periodic
sble. Its atomic number is 82, and its atomic
@eight is 207.19. Tbere are isotopes of le_ad
fanging from Pb to *Ph. Natural lead consists
“the isotopes ™Pb, 1.5%; “"Pb, 23.6%; *"Pb,
99 .6%; and *“Pb, 52.3%. Lead has valences of 2
and 4. Its melting point is 327.4° C {621.3° F),
%and its boiling point is about 1750° C (3180° F).
*[.ead has a specific gravity of about 11.35
fanid; is the densest of the common metals, except
orgold. It is extremely malleable and ductile.
Compared with copper, lead is a poor conductor
oftheat and electricity. However, lead is an
icellent barrier to sound, and it is also a good
‘wadiation barrier.
%1:ead’s very good corrosion resistance is due
Yitsability to form a thin protective coating
¢on'yitself. Corrosion resistance is good when
el coating is an insoluble lead salt, such as
#sulfate, carbonate, or phosphate. If such
yatings are broken mechanically, they tend to
fOIm on exposure to the environment. On the
BHer hand, if a soluble coating is formed, such
e‘nitrate, acetate, or chloride, it offers little
Orrosion protection.

USES OF LEAD AND LEAD ALLOYS

d.and its alloys can be shaped by almost
ommercial processes. They can be extruded
chiforms as pipe, rod, wire, ribbon, traps,
ditwedge lead, and special shapes. They
0. rolled to produce such items as sheet,
strip, and blanks for drawing, stamping, and
ﬁ_ These metals can be sand-cast or die-
made into metallic powder, wool, and

ge Batteries. The storage battery industry
walge quantities of both metallic lead and
Oxides. Perforated grids are cast from alloy
£14. containing between 4% and 12% antimony,
Q,%-‘i% tin, and small amounts of arsenic,
gxand copper. On these grids the active
dlé’lead ‘oxides, is applied. See also Bat-
EfEcTRIC—Lead Acid Batteries.
Solder, one of the most important in-
Joining mediums, is an alloy of lead and
& percentage of tin, depending on the
pite?use. The most commonly used solder
05250% tin and 50% lead. Major quantities
Bare used in the automobile industry—
4 (ldering of radiators—the canning in-
th’g_electronics industry, and the plumb-
qet-metal trades. See also SOLDER.
Metal. Bearing metals containing 10%
-alloyed with tin, antimony, and cop-

in almost all kinds of bearings.

are automotive connecting rod,
camshaft bearings; diesel engine bear-
ailroad-car journal bearings.
etal. Type metal used in the printing

B Varies in its components. However, it

is generally a combination of lead, tin, and anti-
mony. For example, the metal used in linotype
machines is an alloy of 81.5% lead, 4% tin, and
11.5% antimony.

Cable Coverings. Lead is used in the construc-
tion of two general types of electric cables—for
communication aver telephone and telegraph lines
and for the transmission and distribution of elec-
tric power. The continuous lead sheath is applied
over the conductor wires in large extrusion
presses. An alloy of lead with 0.1% to 0.2%
arsenic, 0.07% to 0.2% bismuth, and 0.05% to 0.25%
tin is also used. This alloy has the advantages
of increased tensile and bursting strength and
higher annealing temperature.

Ammunitien, Lead shot is manufactured in
shot towers as high as 125 ft (37.5 meters). The
molten lead falls through a sieve at the top of
the tower and solidifies during its fall. 1t lands
in a pool of water at the bottom. Up to 1% ar-
senic is added to the lead to increase its fluidity
and to allow it to assume more easily the perfect
spherical shape desired. For long-range loads,
from 2% to 6% antimony is also added to shot to
increase hardness. For bullets, lead is extruded
as a wire, cut to length, 'swaged to the approxi-
mate shape, and inserted in the jacket. Lead is
used in ammunition primarily because of its
density.

Sheet Lead. Sheet lead—made from soft lead
or hard antimony-containing lead on large roll-
ing mills—is used widely in the chemical process-
ing industries, particularly where sulfuric acid is
present. One of the basic processes in sulfuric-
acid production involves the use of a lead cham-
ber. (See SurLruric Acip.) It is also of basic
importance in the plumbing industry. Fail, also
produced on rolling mills, is used for X-ray film
packaging and in the manufacture of paper-
wound condensers and mica condensers for use in
various types of electronic circuits.

Pewter. Early pewter was an alloy of tin and
lead, with the lead content ranging from 1% to
about 50%. However, the average was about 25%
lead. The use of the high-lead pewter for table-
ware was very dangerous because of the chance
of lead dissolving into the food. Modermn pewter
is a tin-antimony alloy and contains no lead.

Other Uses. Caulking lead is made from soft
lead and is the jointing material for cast-iron pipe
used for carrying water and sewage. Lead bricllj:s
are used as shielding to protect personnel work-
ing with X rays or with radioactive materials
in atomic energy installations.

THESE LEAD PIPES were used by the Romans for con-
ducting water more than 1,900 years ago.
LEAD |NDU57|ES ASSOCIATION
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USES OF LEAD COMPOUNDS

A wide variety of lead compounds are used in
industry.

titharge. Litharge, or lead oxide (PbO), is
a yellow, crystalline compound. It is one of the
most widely used and commercially important
metallic compounds. It is used, with small quan-
tities of red lead, to form the active material on
the plates of lead-acid storage batteries. Melted
with other materials to form leaded glass, litharge
is responsible for the ability of such %l&qs to stop
N rays and gamma rays. As a result, leaded glass
is widely used for X-ray room windows and view-
ing ports around radioactive areas.

Litharge is used in all types of pottery and
dinnerware glazes and in some porcelain enamels,
particularly where the base metal is aluminum or
copper. It is also used to produce chrome yellow
and chrome green color pigments and serves as
an accelerator, toughener, and controlling in-
gredient in the manufacture of rubber. It gives
proper drying qualities to varnish, and as a cata-
lyst it promotes more rapid polymerization of
fatty acids in the oil used in varnishes. Dissolved
in caustic soda, litharge is used in oil refining to
break up some of the complex organic sulfur
compounds in the petroleum products.

Tetraethyl Lead. Tetraethyl lead, Pb(C.H;),,
is a heavy colorless liquid used almost exclusively
as an antiknock additive in automotive and
aviation gasolines. Because the lead in auto
emissions can render some proposed emission
control devices inoperable, there may be a de-
cline in the use of tetraethyl lead in gasoline.

Other Oxides.. Red lead, PbsOi is a bright
orange-red powder. Its two most important uses
are in metal-protective paints and with litharge
in storage batteries. It is also used in glass,
glazes, and vitreous enamels.

Other lead oxides of commercial importance
are the dioxide, PbO., and orange mineral, Pb,0,.
Lead dioxide is a strong oxidizing agent utilized
in the manufacture of dyes, matches, and rubber
substitutes. Orange mineral has the same chem-
ical composition as red lead but differs in color

and tone. It has a brilliant vermilion color and is
used largely by color mukers and manufacturers
of printing inks. Black oxide, a mixture of
litharge and finely divided metallic lead, is used
mainly in storage batteries.

Silicates. Lead silicates, such as PbSiO,, are
used extensively as frits in the ceramics industry.
There are several basic lead silicates of commer-
cial importance. These serve as fluxes in the
ceramics industry and as white pigments for
exterior house paints and highway guardrails.

Other Compounds. A number of lead com-
pounds are used as heat and light stabilizers in
the production of vinyl plastics. These com-
pounds include basic sulfates and phosphates,
complex silicates, and organic compounds such as
salicylates.

Other important lead compounds are the lead
chromates, which serve as pigments. Chrome
yellow, PbCRO,, and chrome red, PbO * PbCrO,,
are both used for their color. Chrome red is also
utilized in rust-inhibitive paints. Blue lead, or
basic lead sulfate blue, is used as a metal-pro-
tective paint. It is slate gray and consists of
basic lead sulfate, small amounts of lead sulfite,
lead sulfide, and zinc oxide plus a trace of carbon.

Lead azide, Pb(N;)., is used as a primary
detonating compound for high explosives. (See
ExprLosiveEs.) Lead arsenate, Pba(ASOs)., is a
very poisonous compound used in insecticides and
herbicides. Lead acetate, also known as sugar of
lead, Pb(C:H;0:).* 3H.0, is a white crystalline
compound used in the textile industry as a mor-
dant in dyeing and printing cottons and for
waterproofing. It is also used in the manufacture
of varnishes and chrome pigments.

ORES AND METALLURGY

Lead is found in many countries throughout
the world, with major concentrations in the
United States, Mexico, Australia, Canada, and
the USSR. Lead usually occurs with other metals,
primarily silver and zinc. While many minerals
contain lead, the one with greatest commercial
importance is galena (lead sulfide, PbS). Of the
other lead minerals, cerussite (lead carbonate,
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LEAD AND ZINC ORES are ex-
tracted from underground mines
by the use of heavy earth-moving
equipment at Galena, M.
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skimmed off with the froth.
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nt of the ore is

MOLTEN LEAD (right) is poured into a mold. Because
"its low melting point, lead is easily cast.

bCO,). and anglesite (lead sulfate, PbSO,) are
“also.. of commercial importance. However, they
+>are much less common than galena.

In the recovery of lead from its ores the metal
first concentrated and then smelted and refined.
:Much of the lead used in storage batteries, cable
coverings, and various alloys is salvaged and re-

ised. This is_possible because of lead’s corrosion
stesistance and because it can be easily separated
tfrom contaminating material.

" Concentration. Lead ore of commercial impor-
ytance contains from 2% to more than 20% lead.
H&wgver, the average is close to 4%. After the
ore: is_recovered from the earth, it is treated at

ncentrating mills at or near the mines to re-

love as much of the waste rock as possible. For
-sulfide ores the flotation process is generally
In this process, finely crushed ore is diluted
:about four times as much water and small
mounts of other complex organic reagents. The

Dass is then agitated violently in a flotation cell.

A5¥a: result of the agitation, a froth containing
0st; of the metallic constituent of the ore is
urmed, on the top of the mixture, while the
tieless gangue material remains at the bottom.
tcitfroth flows from the flotation cell and is
%¢The lead concentrates then shipped from
pooncentration mill to the smelter contain 60%
more lead
melting. Smelting is a continuous operation
Derally. conducted in blast furnaces. Before the
entrates can be loaded into the furnace, they
sbzbe roasted to remove most of their sulfur
L9 agglomerate the very fine flotation product.
zagglomeration process is called sintering.
igSintered concentrate, which is in the form
gups, is then loaded into the top of the
ed; Blast fumnace with limestone and other
hle: fluxes. Coke is used for fuel. A blast
;5. admitted to the lower part of the furnace
combustion and to complete the formation
tallic oxides, which are reduced to metal
coke and carbon monoxide present. The
clallic waste forms a slag with the fux.
Hetblast furnace is then tapped so that the
Wws off into kettles or mofg.)s. In this form

i

the lead is a semifinished product known as base
bullion, which may contain small amounts of
gold, silver, copper, zinc, antimony, arsenic, bis-
muth, and other impurities. As the molten metal
from the blast furnace cools, some of the im-
purities, particularly copper, separate and form a
scum, or dross, on the surface. The dross is
skimmed off and the copper recovered from it.
Other impurities are then removed by refining
processes in order to produce lead of commercial
quality.

Refining. The most widely used refining
method is the Parkes process. In this process the
lead is first melted ang allowed to cool below the
freezing point of copper. Any copper present
then crystallizes and is removed by skimming.
The impure lead then passes to a reverberatory,
or softening, furnace, where the temperature is
raised and the molten lead is stirred. Traces of
antimony and arsenic, which are impurities that
harden lead, are oxidized by a blast of air, and
the oxides are skimmed off.

After softening, the lead goes to desilverizing
kettles, where small quantities of zinc are added.
Both gold and silver are more soluble in zinc than
in lead, so that if these metals are present in
the lead they become dissolved in the zinc when
it is added. Since zinc is lighter than lead, the
zinc rises to the surface. When the temperature
is lowered, the zinc solidifies and is skimmed off.
Afterward the little remaining zinc is oxidized
and skimmed off in a reverberatory furnace. Zinc
may also be removed by creating a vacuum over
the surface of the molten lead. The zinc vapor-
izes, and the vapor is condensed as metal on the
cool dome of the vacuum vessel, where it is
collected.

The Betts process for refinin

lead is an elec-
trolytic method particularly useful for purifying
bullion containing high concentrations of bismuth.
In this process the bismuth is recovered from the
lead and is a valuable by-product. Bismuth is
not tremoved during refining by the Parkes

process. In the Harris process, molten caustic
salts are used to remove the impurities from de-
silverized lead.




; $SOCTATION
LEAD-SHEATHED CABLE produced by o sheathing press
is automatically rolled onto a large cable reel.

Some lead ores, such as those from southeast-
ermn Missouri, contain such low concentrations of
silver that it is uneconomical to try to remove .it.
Therefore, the finished pigs from such ores, while
free from other impurities, are noted for their
comparatively high silver content.

WORLD PRODUCTION

World production of smelter lead totals ap-
proximately 3.8 million short tons {3.45 million
metric tons) annually. The leading lead-mining
countries are the United States, the USSR, Aus-
tralia, Canada, Japan, France, Mexico, Bulgaria,
Communist China, Yugoslavia, and West Ger-
many. The first three are by far the largest pro-
ducers. In the United States, most of the lead is
obtained from mines in Missouri. The next larg-
est producers are Idaho, Colorado, and Uta%.
The United States, the world’s largest producer,
is also the largest consumer of lead.

Davio Borcina, Lead Industries Association
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LEAD POISONING is a form of poisoning caused
by the absorption of lead from the digestive tract,
from the lungs, or through the skin. Most cases
of lead poisoning in the United States occur
among children who eat chips of lead-containing
paint that have peeled off the ceilings and walls
of deteriorated housing. Lead paints were widely
used for home interiors until the 1940’s, and in
many city slums, where buildings have been
poorly kept, 15% to 20% of the children between
the ages of one and five show evidence of lead
ingestion. It is estimated that 3% to 5% have
potentially toxic levels of lead in their blood. In
many large cities hundreds of cases among chil-
dren are reported each year, but it is believed
that the actual number may be much higher.

In industries that use lead or lead compounds,
lead poisoning among workers is a potentially
serious hazard, but present control measures are
so stringent that cases of industrial poisoning are
rare. Tetraethy!l lead, a compound added to
gasolines as an antiknock agent, is an important
source of airborne lead because some of it is dis-
charged through the exhaust. Present levels of
lead in the air are not considered high enough
to cause poisoning, but surveillance is indicated.

lead in the Body. Typically, an adult in-
gests about 0.3 milligrams of lead daily. Of this,
only about 10% is absorbed from the intestine.
Similarly, only a fraction of inhaled lead enters

the blood. Most lead excretion is through the .

kidneys. Lesser amounts are excreted in the feces
and sweat. If lead ingestion exceeds 0.6 milli-
grams daily, the body’s ability to excrete it dimin-
ishes, and as lead accumulates in the body, pois-
oning develops. Most cases among children occur
in the summer, perhaps because of the enhanced
intestinal absorption of lead from the action of
vitamin D. Exposure to sunlight increases the
body’s production of this vitamin.

Leag has no known beneficial effects in the
body, but it may cause great harm. It is known
to interfere with normal hemoglobin production
and may also affect the kidneys and heart. The
most important damage occurs within the central
nervous system (brain and spinal cord), where
lead has a direct toxic effect on brain metabolism.
Swelling of the brain may follow. In adults,
damage to the peripheral nerves has been noted.

Symptoms. Symptoms of lead poisoning de-
velop slowly after several months of lead inges-
tion. Early symptoms are mild diarrhea, anemia,
and irritability. As the level of lead rises, stupor
and convulsions occur, often leading to death. A
significant proportion of persons who recover
have residual brain damage.

Treatment and Prevention. Lead poisoning is
treated by administering a chemical agent that
binds the lead in a nontoxic form that can be
safely excreted in the urine. Such treatment,
however, may be, hazardous and take several
months. The prevention of lead poisoning, there-
fore, is of prime importance. An effective pre-
vention program includes making the public
aware of the danger, testing paint in dilapidated
houses, examining children for evidence of lead
ingestion, and keeping afflicted children out of
unsafe houses.

Evan CHARNEY, M. D., University of
Rochester School of Medicine and Dentistry

Further Reading: Chisolm, J. Julian, Jr., “Lead
Poisoning,” Scientific American, vol. 224, pp. 15-23.
February 1971:. Oberle, W., “Lead Poisoning:
Preventable Childhood Disease of the Slums,” Science:
vol. 165, pp. 991-992, Sept. 5, 1969. .
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mains . _
k- simpliclty and archaic affectation and using to advayage

the know-how gained in primitive desert conditions and
8 acquired\ as aircraft mechanic and boat handler t:/nrich

the language with unhackneyed accuracy.

No addpional book by Lawrence was published/ in his
§ lifetime other than a minor translation he hafl done
B under his V.H. Ross pseudonym, Adrien le Cpbrbeau’s
8 Forest Giakt (1924), although his wartime Arab Bulle-

tin dispatces to Cairo (adapted into Seven Pillars)

appeared as\Secret Despatches from Arabia dnd a mis-

B -Pillars, have bken published as Evolutiorf of a Revolt
i (edited by S. and R. Weintraub, 1968). Migorities (1971)
reproduced an akthology of more than 100 poems Law-
rence had collectdd in a notebook over many years, each
N8 possessing a crucil and revealing assoc:;ation with some-
g% thicg in his life. /
B Last years, Lawience's last years were spent among
® xAF seaplanes and skagoing tenders, afthough officialdom
grefused him permistion to fly. In the process, moving
3 from bases on the English Channel tp those on the North
B¢ Sea and leading chariymatically from the lowest ranks as
B Aircraftman Shaw, hd worked on improved designs for
& high-speed seaplane-tefider watercraft, testing them in rig-
B orous trials and develojing a techhical manual (The 200
Class Royal Air Force §eaplane éTender, 1932) for their
Buse. A stencilled and dyplicated production, it was as
g unpretentious as his first bpok had been opulent.
BE Discharged from the Royal Air Force on February 26,
Bk 1935, Lawrence returned Yo Clouds Hill to face a retire-
zment, at 46, filled alternatd ith optimism about future
gPublishing projects and a yehse of emptiness. To Lady
JAstor, an old friend, he dqscribed himself as puttering
BEabout as if “there is somethihg broken in the works . . .
gy will, I think.” A motdrdycling accident on May 13
Rerolved the problem of his’fufpre. He died six days later
BB ¥ithout regaining conscioisnes
BE Lawrence found despaif as recessary as ambition. He
BEved on the masochistia side ol asceticism, and the non-
EPbysical part of his self-punishment involved creating
thin himself a sense jof deep fistration to immediately
“°W, and cancel out, high achlevement by denying to
g6 mself the recognitipn he had eprned. At its most ex-
g8eme it involved a symbolic killing of the self, a taking
BEIP of a new life and a new name. Under whatever guise,
§° Was a many-sifed genius who \by his achievements
Senied himself th¢ privacy he consfntly sought and by
k ¢ Manufacture ¢f his myth, howevdr solidly based, cre-

erial version of an early ?ﬁ of Seven

& .2d in his own person a characterizafjon rivalling any in
& Otlemporary fidtion.
g3 BLIOGRAP RICHARD ALDINGTON, Dawrence of Arabia:

. Biographical Enquiry, new ed. with intrpduction by cHRIs-
I TER SYKES/ (1969), a searching, often\scurrilous attack

the only anthology of La
effect, a brief autobiograp

hich never went beyond a few
ey oyal Air Force Seaplane Tender;
P lL”"Ce and the Arabs (1927), a book vetted\by Lawrence;
By “UiP ¥NIGHTLEY and cOLIN siMPsoN, The Skcret Lives of
B, g of Arabia (1970), an expansion of thir 1968 Lon-
oo S fday Times articles including much new ymaterial but
Sofne indefensible surmises; A.w. LAWRENCE (Xd.), Letters
v Lawrence (1962), does not include the\correspon-
N, ©of Mrs. Bernard Shaw, who wrote Lawrenck hundreds
orl TS T.E. LAWRENCE, T.E. Lawrence 10 His Bographer,
! 7t Graves (1938), and T.E. Lawrence to His B&grapher,
1 ell Hars (1938), both reprinted in one volume) 2nd ed.
ce -.Lawrencc’s letters, notes, and interlinear emepdations
s Dolrm'ng both men’s biographies, with their explandtory in-
e JUONS; The [ etters of T.E. Lawrence, ed. by DANID GAR-
“933), and The Home Letters of T.E. Lawrerke and
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. SULEIMAN Mousa, T.E. Lawrence: An Arab
View (1966,N\grig. pub. in Arabic, 1962), denigrates Law-
rence's veracith\and impact on the Arab revolt, and con-
siders him a ledg-than-covert Zionist; ANTHONY NUTTING,
Lawrence of ArabidsThe Man and the Motive (1961), builds a
portrait of Lawrence 2 masochist; TERENCE RATTIGAN, Ross:
A Dramatic Portrair (1960), a play with acute psychological
insight into Lawrence, buy not dependable as history or bio-
graphy; vYVYAN RICHARDS,\J.E. Lawrence (1939), an ad-
miring biography by a wartimy _friend; LOWELL THOMAS, With
Lawrence in Arabia, new ed.\(1967)—Thomas was a war
correspondent in Arabia when first met the subject of
his famous lecture; JEAN BERAUD-WLLARS, Le Colonel Law-
rence; ou, La recherche de I'absolu W\1955; Eng. trans., T.E.

Lawrence; or, The Search for the Absolute, 1958), one of
the best studies of Lawrence—sound swholarship where it
does not exaggerate Lawrence's Francdphobia; STANLEY
WEINTRAUB, Privare Shaw and Public Shaw:Nd Dual Portrait
of Lawrence of Arabia and G.B.S. (1963), Lawrence as seen
from the perspective of his crucial postwar frigpdship with
both Shaws—Bernard and Charlotte.

Bibliography: ELIZABETH w. puvAL, T.E. Lawkence: A
Bibliography (1938), out of date but still useful; J.M. WILSON,
A Bibliography of T.E. Lawrence (1972), not a fulbgcale
descriptive bibliography, but a checklist, with notes, of pub-
lications and textual variants, as well as a list of primary
biographical sources.
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Lead Products and Production

Lead, a heavy, malleable, durable metal with a low
melting point, has found a wide range of applications
throughout history and in terms of world tonnage today
remains one of the most important metals produced.

History. The Egyptians may have used lead as early as
5000 Bc. Applications in the ancient world included use
as weight standards, in coinage, for ornamental objects,
for refining silver, as solder, and as a glaze for pottery.
The Egyptians used red lead, an oxide of lead, as a cos-
metic pigment. A lead figure dating from 3800 BC was
found at the temple of Osiris, on the site of ancient Aby-
dos, and is now in the British Museum. About 2000 BC
the Phoenicians were mining lead deposits in Spain, and it
was at about the same period that the Chinese first em-
ployed lead in their monetary system. Later, when silver
coins replaced lead, the mining of lead was prohibited to
prevent counterfeiting, but lead became and remained the
principal metdl used to debase silver for counterfeiting
purposes into modern times.

Lead was well known in biblical times and is used meta-
phorically in Exodus in noting that the pharaoh’s host
“sank as lead” in the Red Sea. The Hanging Gardens of
Babylon, built about 600 B, are said to have had floors
sheathed with sheets of lead soldered together to hold the
soil and moisture.

The lead mines at Laurium, Greece, flourished in the 5th
century Bc and in the 3rd century BC the Romans operat-
ed mines in the Rio Tinto region of Spain. The Romans
used lead pipe extensively, and fabricated it in 15 stan-
dard-sized diameters, all ten feet (3 metres) long. Many
sections of pipe in almost perfect conditiqn have been
unearthed at Pompeii, Rome, and Roman sites in En-
gland. Indeed, the Latin word for lead was plumbum,
denoting water conductors or spouts; from it is derived
the word plumber. The Romans also made wide use of
lead in soldering.

Lead applications multiplied in the Middle Ages; lead
“cames” held the fragments of stained-glass windows to-
pether, and lead gutiers, drainpipes, and interior pipes
were fashioned for churches, monasteries, castles, and
houses.

Almost since the beginning of warfare, lead has been
important in missiles because of its low melting point

Lead in
Roman
times
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(which made it easy to fabricate) and its high density.
Lead chunks were hurled with slings, and molten lead
was poured on attackers from fortress walls. Lead bullets
and shot have been used since the inception of firearms.

The medieval alchemist, who preceded today's chemist
and metallurgist, considered lead the father of all metals,
and its low melting point was a factor that led him to try
to convert it to a substance that would transform other
base metals into gold.

In the United States, now the world’s major lead-pro-
ducing country, lead mining and smelting began in Vir-
ginia in 1621. Lead ores from the Mississippi Valley were
used from 1700 to 1867, when the first of the great west-
ern mines was opened. ..

Lead ores: galena. Galena (lead sulfide), by far the
most important primary lead ore mineral, frequently’
contains as impurities zinc, copper, cadmium, bismuth,
arsenic, antimony, and silver; often the silver value is
greater than that of the lead, in which case it is a true
silver ore. A primary mineral is formed by natural pro-
cesses and unaffected by subsequent eveats, while a sec-
ondary mineral is affected in some way; for example, by
weathering. Other primary lead minerals are clausthalite,
altaite, jordanite, kobellite, boulangerite, aikinite, jame-
sonite, and bournonite. Carbonates and sulfates, formed
by weathering, are the chief secondary minerals. The
most common, cerussite (lead carbonate), is formed by
the action of carbonate groundwaters on galena. Angle-
site (lead sulfate) is derived from galena that has been
contacted by sulfate solutions generated from the oxida-
tion of sulfide minerals. Other oxide minerals of lesser
importance are wulfenite, vanadinite, and pyromorphite.
Lead is rarely found in its elemental form.

Over 95 percent of mined lead is from primary ores in
which galena is the preponderant lead mineral. Galena is
usually intermixed with other sulfides, chiefly sphalerite
(zinc sulfide) and the sulfides of iron: pyrite and marca-
site, less commonly with chalcopyrite (copper and iron
sulfides). Lead ores constitute the chief source of silver,
usually in solid solution with galena,

PRODUCTION PROCESSES

Mining. The widely varying characteristics of lead
ores have given rise to many mining techniques, of which
underground methods predominate. Most lead deposits
occur at moderate depths in narrow channels called veins
or in deposits of roughly spherical shape (lodes). Both
veins and lodes are of varying thicknesses. Holes are
drilled for blasting, often by large mounted diamond
drills or carbide percussion drills, After blasting, the bro-
ken ore is sorted and loaded oato cars or continuous belts
for transportation to the surface. Most modern lead
mines are highly mechanized.

Ore treatment. Although galena contains 86.6 percent
lead, it usually occurs dispersed with other minerals, and
in some places, ores with as little as 3 percent to 30
percent lead are mined.

Preparation for roasting. Lead ore is prepared for
roasting by grinding, flotation, and concentration. First,
the ore is ground and classified by particle size: approxi-
mately 70 percent is less than 0.0017 inch in diameter, and
90 percent less than 0.0029 inch; some particles are less
than 0.0003 inch. The ground and classified ore, which is
a mixture of lead sulfide and worthless rock called
gangue, passes to large tanks where flotation takes place.

Flotation, which has supplanted earlier methods of me-
chanical and gravity separation, takes advantage of the
fact that water with a suitable wetting agent added to it,
wets gangue but not lead sulfide. In the flotation tank, the
ground and classified ore is mixed with water and some
flotation agent such as oil. The lead sulfide attaches itself
to the oil, which is turned into froth by bubbling air into
the mixture, and then is floated off the top. The wet
gangue sinks to the bottom of the tank and is discharged.

Concentration involves aggregating the tiny particles of
lead sulfide; this is done with the aid of an agent such as
lime or alum. Filtered to reduce its water content to
about {0 percent, the concentrate then passes to the
smelter. Concentrates include 45 to 60 percent lead,

along with varying amounts of impurities: 10 to 30 per
cent sulfur, up to 15 percent zinc, 8 percent iron, 3 per-
cent calcium oxide, 3 percent copper, 2 percent anti-
mony, and small amounts of arsenic, bismuth, gold,
silver, and other elements.

Roasting. Before lead concentrates can be added to the
furnaces, they must be treated to lower the sulfur content
because the ordinary furnace does not reach a high
enough temperature to reduce lead sulfide. Substances
such as limestone, iron ore, silica, coke, etc., are mixed
with ore concentrate; these fuse with the sulfur in the lead
sulfide to form compounds. The ore mix is laid on a
moving grate; air is blown through the mass; sulfur acts
as the main fuel, forming sulfur dioxide, which is usually
recovered for sulfuric acid manufacture. The mix is fused
into a strong, homogeneous material called sinter, com-
prised primarily of oxides of lead, iron, and zinc, with
substantial amounts of metallic lead and a little suifur,
The porous sinter mass is broken into lumps as it is
discharged from the moving grate. Sinter clinkers up to
five inches (125 millimetres) in size are passed over
grates to remove the fine particles, which are stored for
blending with other materials prior to reduction in the
blast furnace. Reduction is the removal of oxygen from a
compound; for example, reduction of lead oxide yields
metallic lead.

Smelting. Smelting is the continuous reduction of ore
constituents to metal, generally carried out in a blast
furnace, which consists mainly of a water-jacketed shaft
or column up to 24 feet (7.2 metres) high with a rectan-
gular cross section and is loaded from the top. The lead
or charge consists of properly proportioned sinter, lime-
stone, coke, silica, and other fluxes. Orifices called tu-
yeres, through which air is blasted, are positioned just
above a crucible at the bottom of the shaft. The crucible
collects molten lead and is arranged with a suitable si-
phon well so that the molten lead can be removed from
the furnace without affecting the blast pressure within the
furnace. Ports to discharge slag and metallic waste
(matte) are located near the top of the crucible. Sight
glasses that allow for visual inspection of the smelting
reaction are located in the tuyeres. Air is injected to aid
combustion and to complete the formation of metallic
oxides, which are then chemically reduced to metal by the
coke and carbon monoxide present. Nonmetallic waste
forms a slag with the fluxing materials. A balanced smelt-
ing charge of iron, limestone, and silica yields a slag that
is fluid. When the coke and sinter ratio is not correct,
there is an improper reduction of ore to metal,

Reverberatory furnace smelting, in which a furnace
charge is held in a basin-like vessel and heated by flames
on the surface to effect the reduction, is rarely practiced
in lead refining as it requires that the ore contain 70
percent or more lead. .

The output of the blast furnace is lead bullion, whick
contains dissolved metallic and nonmetallic (oxide and
sulfide) impurities. Slag, matte, and other products of the
blast furnace are either further treated to recover met
values or scrapped.

Drossing. Lead bullion is maintained in a molten staté
just above its melting point in a drossing kettle, whic
contains up to a bundred tons. (The term dross refers to
any solid scum floating on top of a metal bath compns
of metal oxides, sulfides, metallic compounds, ¢tc.) At
temperatures of about 330° C, remaining impurities a7
brought to the surface by stirring, by the addition ©
small amounts of sulfur, and by agitation with submerg¢
air lances and are removed by skimming. )

Refining. The bullion is transferred to the rcﬁqel’y
either as a pumped liquid or as large cast blocks, weigh-
ing as much as ten tons.

Electrolytic refining. Electrolytic refining involves
purifying the bullion by means of electricity. If elect®
Iytic refining is to be practiced, the bullion is cast intf
anodes (or plates) weighing several hundred pO“ndsj
These are hung in electrolytic tanks where they dissolve:
pure lead is deposited on a thin sheet of lead that serves 25
the cathode. Impurities left behind can be recovered
many complex operations.
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Kettle refining. Kettle refining of bullion is complex,
but the recovery of by-product silver and gold is simpler
and faster. All of a number of kettle-refining processes or

‘modifications have the following steps: softening, desil-

verizing, dezincing, and debismuthizing. Softening refers
to removal of impurities that harden lead, such as anti-
mony, arsenic, tin, zinc, and others. Large-capacity steel
pots or reverberatory furnaces are used to hold the bul-
lion at red heat. Blowing with air or applying suitable
oxidizing reagents oxidizes impurities. The oxidation is
selective and oxide drosses or slags in which each element
is concentrated can be removed by skimming.

Silver is removed from softened lead by adding zinc and
raising the temperature sufficiently to melt it (about 540°
C). With stirring, the molten zinc reacts, forming com-
pounds with gold and silver, plus traces of copper and
nickel. These zinc compounds are lighter than the metal-
lic lead; on cooling, they form a crust that is removed.
The gold and silver are recovered in a parting plant. The
lead is now treated for removal of the remaining zinc by a
vacuum process. The zinc recovered from the vacuum
retort, along with that from the parting plant, is reused.

If the bismuth content is 100 high, the softened lead is
next debismuthized. The operation is similar to desilver-
izing, except that a combination of calcium and magne-
sium metals are used as the reagents to form high-melt-
ing-point intermetallic compounds with bismuth, which
are skimmed off and treated for recovery of bismuth.

The refining processes yield pig lead of good marketable
uniformity and purity. Large quantities of pig lead are
available, 99.999 percent pure.

MAJOR USES

Lead is widely used both in the metallic form and in
chemical compounds.

Storage batteries. The lead-acid storage battery, the
largest single use for lead, remained in the early 1970s the
most dependable apparatus by which electrical energy
can be conveniently stored for future use. Economy, reli-
.a‘bility, and the ability to deliver large amounts of energy
In a short time have made it an essential part of every
automobile. Storage-battery grids require a metal with a
low melting point, high corrosion resistance, and certain
electrical properties. The modern automotive sLI (start-
ing, lighting, ignition) battery consists of about one-third
lead metal (grids, posts, and connectors) and two-thirds
litharge (lead monoxide). The lead metal, 6 to 12 percent
antimonial lead plus a small amount of tin, is almost
wholly recovered by smelting secondary materials, most-
ly Scrap storage batteries. Litharge mixed with sulfuric
acid to a paste consistency for incorporation into the
metal grid is usually made from primary (mined) lead

Cause impurities such as silver and bismuth cannot be
rmoved economically during refining of secondary (sal-
vaged) lead.

Storage batteries are also used as a standby source of
Power for telephone exchanges, power companies, hospi-
tals, submarines, etc. The thicker grids used for this type
of service do not require the casting properties of the St
batteries. In order to minimize the self-discharge caused

Y antimony-containing grids, pure lead or calcium-lead
alloy is used, The calcium content of 0.06 to 0.08 percent
In lead yields an alloy of essentially the same physical
Properties (primarily improved mechanical strength) as

Percent antimonial lead, necessary characteristics in
attery production and use. Large industrial batteries
Supplying energy for electric locomotives, industrial trucks,
and some experimental electric automobiles usually have
antimonijal lead grids.
emical lead. Lead is used extensively in the con-
Struction of chemical-plant equipment. If unalloyed lead
18 used it is generally of the grade commonly known as
themical Jead, sometimes termed acid lead, or copper

Qd_- The term chemical lead denotes a metal of very high
Purity: standards vary slightly from country to country.

hemical lead forms a tightly adherent, insoluble lead
Sulfate film in sulfuric acid solutions. As sheet, pipe, rod,
®Ic., it is readily welded (burned) into complex structures

Or holding and conveying sulfuric acid mixtures. Other
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materials, such as plastics, rubber, etc., have been used
for similar operations, but lead's demonstrated corrosion
resistance over a wide range of conditions, its ease of re-
pair, and, after a long useful life, its high salvage value
have enabled it to retain its position as a material of
construction in the chemical industry. A 6 percent anti-
mony-chemical lead alloy is used where greater strength
or fatigue resistance is required. The use of 6 percent
alloy is restricted to temperatures below 125° C because
of its Jower melting point. Similar alloys are used with
phosphoric acid, hydrofluoric acid, chromic acid, and
other corrosive environments where insoluble protective
films are formed. Each different smelter uses a proprie-
tary alloy as insoluble anode in chromium plating, and
electrowinning (recovery by electrolysis) of copper. To
achieve a higher order of strength, lead-lined and lead-
covered steel pipe, fittings, valves, and vessels are used
with lead metallurgically bonded to the substrate to main-
tain suitable heat transfer.

Other uses. The electric cable in industry is a major
user of lead. Lead alloys, usually 1 percent antimonial
lead, can be easily extruded, forming an impervious cor-
rosion-resistant cover on telephone and power cables.
When the cable is replaced, the sheathing can be recov-
ered by a simple stripping operation, refined, and used to
cover new cable.

Lead has a longer record of satisfactory performance
than any other water-service pipe material. The flexibility
of lead pipe allows adjustment to ground settlement with-
out damage, and minimizes the number of joints. Lead is
also used for caulking joints in cast-iron water mains and
sewer and soil pipes. Because it withstands the effects of
polluted air and water, lead is useful in drainage and
venting systems.

Sheet-lead roofing and flashing have long been used on
buildings because of their durability under all types of
climatic conditions. The development of special alloys
capable of resisting buckling due to alternating high and
low temperatures (thermal cycling) has caused a re-
newed interest in the use of lead in modern architec-
ture. Special joint designs have also helped in the
construction of essentially maintenance-free roofs, re-

flecting pool liners, etc., and soft lead cames are easily

worked to form leaded art-glass windows.

Ammunition, both military and sporting, accounts for a
large use of lead. Spherical shot for shotgun use is made
by pouring molten 2 to 6 percent antimonial lead, with up
to 1 percent arsenic added, through suitable sieves at the
top of a 125-foot tower. The molten alloy, while drop-
ping, forms a true sphere before solidifying near the bot-
tom of its fall. The shot is collected in water, removed,
dried, and sorted for size and sphericity. Military ammu-
nition is formed into bullets by swaging (cold-shaping)
extruded wire in suitable dies.

The densest of the common metals, lead is widely used
for radiation shielding. It prevents the penetration of
gamma rays and neutrons, and since it does not itself
become radioactive, it may be used continuously. High
density glasses, containing as much as 80 percent lead
oxide, are used as windows in radiation installations.

Due to its limpness and high density, lead is finding
expanding use in the control of noise poliution. Thin-
cast sheet lead is used for encasing noisy machinery, or in
room partitions for keeping noise out. Jet airliners use a
lining of an adhesive-backed layer of vinyl plastic com-
pounded with lead powder to keep the noise level in the
passenger compartment to a minimum.

LEAD ALLOYS AND COMPOUNDS

Lead alloys. The mechanical properties of pure lead
are quite poor; therefore, when more strength is required,
lead is alloyed with other elements.

Antimony. The most common metal used is antimony,
which on additions up to 12 percent by weight not only
increases the tensile strength of the alloy as much as four
times but also lowers the melting point. As noted earlier,
antimonial lead is used as a storage-battery grid metal.

Tin. Tin alloyed with lead in amounts from 2 to 70
percent by weight forms the solders widely used in indus-

Architec-
tural
applica-
tions
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try. Not only is the strength of the alloy increased with
Ivigher tin content but the melting point decreases from
327° C for lead to 183° C for 63 percent tin-37 percent
lead. Solders of 2 percent tin-lead are used for auto-
matic soldering of tin-coated steel cans. Industrial sol-
ders, used for such applications as automotive radiators,
contain from 5 to 30 percent tin. The electronic solders
are generally of the lowest melting point (63 percent
tin), so that the temperature-sensitive components will
not be damaged.

Casting alloys. Lead alloys containing antimony and
tin form a series of low melting metals with excellent
casting properties and the ability to produce intricate
castings with excellent detail. Linotype metal with 4 per-
cent tin and 12 percent antimony, used for casting the
finest printer’s type, exhibits suitable strength for use on a
press. Electrotype and stereotype metals used by printers
also have excellent casting properties. Omamental cast-
ings, which are usually plated with silver or other metals,
are made with 11 percent antimonial lead, with about 0.5
percent arsenic added to increase the strength and to yield
better detail and a smooth-surface finish. Lead alloyed
with varying combinations and amounts of bismuth, tin,
cadmium, antimony, indium, or gallium yields a series of
metals that have very low melting points, culminating in
one so low that it can be melted in the palm of the hand.
Such alloys, rated as to melting point, are widely used for
equipment of very high reliability.

Bearing metals. Lead-base bearing metals are usually
antimonial lead with additions of tin or copper or both
and arsenic to increase the compressive strength. The
ability of these alloys to maintain a thin film of lubricat-
ing oil at relatively high loads and speeds prevents wear
on the bearing-metal surface. The alloys are sufficiently
soft so that even in case of lubrication failure no damage
is done to the rotating shaft. The use of thin layers of
bearing metal, with a stronger backing material reinforc-
ing the lead alloy, increases the load-carrying capacity of
such bearings.

Lead compounds. At least a third of all lead produced
is used in chemical compounds. Most of the uses of lead
discussed thus far are not consuming uses, in that the
metal eventually returns as scrap for secondary refining
and reuse. The chemical compounds, which generally use
corroding lead (lead refined to a high degree of purity)
as a base, are generally dissipated into the atmosphere or
elsewhere so that recovery is impossible.

Gasoline additives. A major use of lead compounds in
the 1960s was in gasoline additives, such as tetracthyl lead
to form the antiknock, high-octane gasoline required by
high-compression internal combustion engines. This use
was declining in the 1970s owing to air-pollution prob-
lems.

Paint pigments. The earliest known and one of the
most widely used lead paint pigments is white lead (basic
lead carbonate). A process for making white lead starts
with metallic lead blown with steam or air to produce a
fine powder, which is then treated with acetic acid, air,
water, and carbon dioxide gas in long, revolving wooden
cylinders. The process requires about 12 to 14 days for
conversion. Recent modifications of the process use li-
tharge as the starting reagent to shorten the production
time. The outstanding characteristic of white lead is its
chemical affinity for paint vehicles, becoming an integral
part of the paint film. This reinforoement results in a
tough, flexible film, unusually resistant to embrittlement.

Basic lead sulfate, also called basic suifate white lead, is
a pigment used in mixed paints with the same properties
as basic carbonate white lead.

Red lead (Pb;O,) is manufactured in furnaces by heat-
ing litharge at a carefully controlled low temperature.
Litharge takes up more oxygen to form red lead. A part
of the litharge usually remains unconverted in the core of
red lead particles. A 98 percent true red lead is used for
paint.

Litharge. Litharge (lead monoxide) is one of the most
important and widely used metallic compounds. It is pro-
duced by melting pig lead in the presence of air, or occa-
sionally by burning lead to a fume in the presence of

oxygen. It is possible to produce a specific type of k-
tharge for almost any use, and the various commercial
grades are generally known by the uses to which they are
put. Storage batteries account for the largest consump-
tion of litharge. Battery litharge is very pure and may be
blended with some red lead and other additives to form
the active material of the plates. Glassmaker’s litharge is
a high-purity flake or powder, which must be free of iron
or other impurities that would discolour the glass. Simi-
larly, pottery maker’s and enameller’s litharge must be
pure. Porcelain-enamelled aluminum sheets have litharge
as a major constituent in the coating. Colourmaker's li-
tharge is reacted with acetic acid to form lead acetate.
Various compounds added to the lead acetate precipitate
a number of pigments, such as chrome yellow, chrome
red, and chrome green. :

Other compounds. Lead arsenate, an insecticide, can
be prepared by dissolving litharge in arsenic acid, with
acetic or nitric acid as the catalyst, or litharge may be
converted to lead acetate or nitrate and allowed to react
with sodium arsenate.

Lead azide is an initial detonating agent for high explo-
sives, such as TNT. Crystalline lead azide is prepared by
the slow addition of a dilute solution of sodium azide
to a constantly stirred dilute solution of lead acetate or
nitrate. The precipitated azide is washed with water and
stored under water or a 50-50 mixture of water and ethyl
or methyl alcobol. By varying procedures it can be pre-
pared as a colloid or treated with starchy compounds
called dextrins to achieve certain properties.

Lead dioxide (PbO;) is formed electrolytically by an-
odic oxidation of metallic lead. In neutral or alkaline
solutions the alpha crystalline form of lead dioxide is
formed. In acid solutions the beta crystalline form re-
sults. Both forms have been identified in the positive
plates of storage batteries.

Unless stabilizers are added, the widely used vinyl plas-
tics (polyvinyl chloride) suffer a breakdown due to
heat and light, rendering the plastic brittle and discol-
oured. Stabilizers take up hydrogen chloride released in
the degradation. Theoretically, litharge would be a very
efficient acid acceptor, but the nature of vinyl stabiliza-
tion goes beyond mere acid acceptance, and various other
chemical and physical actions must be incorporated into
a desirable stabilizer or combination. A series of reaction
products of litharge with various orgagic and inorgani¢
acids are widely used as vinyl stabilizers.

Lead oxide was used as a major constituent of glass by
the Chinese as early as the 6th century. The glass was
strongly discoloured by impurities such as copper. The
use of lead oxide in glass to achieve clarity was unknown
until the invention by George Ravenscroft of English
crystal, or flint glass, in 1675. Lead oxide yields a glass
with a high index of refraction, which accounts for the
brilliance of cut lead crystal and for its use in optical
lenses. It also lends weight and resonance to the glass.

Economic importance. On the basis of tonnage of
metal refined, lead is the fifth most important metal, aftef
iron, aluminum, copper, and zinc.

World consumption of primary lead for the mid-1970s
exceeded 3,000,000 tons annually, of which about 40 per-
cent was consumed by the U.S., a third by the Soviet
Union, and the remainder by the rest of the world.

World Production and Consumption of Lead,
Representative Years

(000 tons)
world world world
lead mine refined lead  refined lead
production production  consumption

1964 1975 1964 1975 1964 1975
Amcrica 936 1,379 1,331 1,572 1,274 1,417

Europe 376 422 996 1,173 1,308 1,267
Africa 237 152 100 109 39 76
Asia 107 143 151 221 264 316
Australia 412 395 244 194 70 84

Total 2,068 2,490°* 2,822 3,268* 2,955 3,161°

*Detail does not add to total because of rounding.
Source: International Lead and Zinc Study Group,
United Nations.
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Learning, Animal

Ways of defining learning and of interpreting observed
behaviour depend, in a fundamental way, on the view
taken of the basic nature of the learner. Some of the
difficulties in definition are considered in the article
LEARNING THEORIES,

All living organisms adjust or adapt to changes in the
stimulation they receive from their environment. In other
words, they receive and store information; this is in large
measure equivalent to saying that they learn. In a very
limited and special sense it can be said that plants learn
(insofar as they receive and store information), and ef-
forts to distinguish between animals and plants on this
basis alone are not satisfactory. Indeed, certain groups of
organisms—e.g., slime molds and Euglena—<can, at one
stage of their life cycle, be regarded as plants and at
another as animals. From the point of view of learning,
however, the most important difference is that plants on
the whole are fixed or sedentary, while animals generally
are mobile and active.

Animals are in fact essentially predatory-behaviour ma-
chines that must go out and find and catch their food; or
at least they must be equipped with special devices, as in
sO many marine organisms, for filtering food out of wa-
ter, sweeping it toward themselves, and ingesting it in
some form or other. This emphasis on the importance of
movement in animals is absolutely fundamental. Once
an animal starts to evolve movement, as distinct from be-
ing passively carried along by currents in the lake or sea

Learning, Animal

be classed as an example of learning and avoids the con-
fusion that is bound to resuit if an attempt is made to de-
fine the manner in which the phenomenon is brought
about. Although the views as to the ways in which leamn-
ing is mediated in an organism continuously change with
the acquisition of new knowledge about structure and
physiology, the basic idea of learning remains the same.
That is to say, Jearning must first be defined behaviorally,
after which it can be considered physiologically, when
possible.

It has often been suggested that learning in general is
adaptive—it manifests itself by adaptive changes in indi-
vidual behaviour as a result of experience. It is true that
most learning usually is adaptive in the sense that it is a
mode of adjustment that enables an animal to survive.
This in fact has been included in the definition, because
the word organization itself implies adaptiveness in some
degree. Learning is also often regarded as something that
is relatively long lasting, something that has a more or
less enduring effect on behaviour. Again, this fits in with
the general definition of learning, but the length of its
effect may vary from changes of exceedingly brief dura-
tion to changes that last a lifetime.

The following articles are related to the subject of learn-
ing in animals, including man: BEHAVIOUR, ANIMAL; IN-
STINCT; LEARNING, PERCEPTUAL; LEARNING, PSYCHOMO-
TOR; LEARNING THEORIES; MEMORY: RETENTION AND FOR-
GETTING. This article is divided into the following major
sections:

I. Types of learning
Habituation
Associative learning
11. Behavioral and physiological aspects of learning

Stimulus-response and cognitive mechanisms
Neurophysiological mechanisms

1I1. Evolution of learning ability
Learning in invertebrates
Learning in vertebrates

L. Types of learning

HABITUATION

It is almost impossible to divide the various types of
learning into categories that are mutually exclusive, that
can be sharply defined, and that cover the entire range of
animal learning. It is convenient, however, to start with
habituation, because this phenomenon appears 10 be the
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or by wind, it may evolve in two direction_s: (l} it can  gimplest form of learning. It can be defined as the rela- Simplest
: :l;ther move in an entirely random manner, in which case  {ively persistent waning of a response as a result of re- form of
s e movement itself must bring it into contact with all  peated or continuous stimulation that is not associated learning

that it needs (including, of course, food, oxygen, and wa-
ter) and epsure normal development and survival of a
sufficient proportion of the species; or (2) if such ran-
dom movement is not sufficient, then there must be di-
rected movement, which can be of many different kinds
{see LOCOMOTION, ANIMAL). The first essential of direct-
ed movement is that there must be special devices for de-
lt:.cting objects in the environment that can give guidance,
either direct or indirect. The more precise and elaborate
l_hese movements become, the greater will be the evolu-
tionary pressure 10 develop more and more precise sense
Organs. If an animal is to move in a particular direction
1t will be able to perform much better by being elongate,
Perhaps to some extent “streamlined.” This, of course,
implies that the most acute sense organs, as well as the
point at which food is absorbed, will tend to be at the
f‘ronl end—i.e., the animal should have some kind of
head.” Even below this level of evolution, however, ani-
Mals use jnformation collected about past events as a
8uide to the future, evidence of having learned some of
the predictable regularities in their environments.
uch of the potential for animal behaviour seems so
Strongly ingrained and so very little influenced by past
experience that it may be called inborn, unlearned, or
Wstinctive; that is to say, many animals are innately pro-
Brammed directive machines (see INSTINCT). It is when
Organisms can perceive and change their behaviour as a
Tesult of their perceptions that they are said to learn.
arning, then, is the organization of behaviour as a re-
su']z of individual experience. This definition indicates the
Minimum qualities a phenomenon must have in order to

with any kind of reward or reinforcement. Habituation is
further characterized as being specific for a particular
stimulus, and its relative permanence also distinguishes it
from such temporary manifestations as fatigue and senso-
ry adaptation (e.g., becoming oblivious to distracting
sounds). Habituation thus implies a tendency of an ani-
mal merely to drop those responses that experience indi-
cates are of no value in its life. As the simplest form of
learning, habituation is quite effective in lower animals
because organisms do not need more than one type of
sensory mechanism to become habituated to a particu-
lar kind of stimulus. This rules out, of course, any learn-
ing by these organisms in which two or more different
kinds of stimuli, received by two or more different kinds
of sensory mechanisms, must be coordinated to produce
either a new response or an old response in a new context.

As a form of learning, habituation is known to occur in
response to all types of stimuli and in animals of all
grades of organization, including the most primitive one-
celled organisms (protozoans). A classic example of ha-
bituation is provided by the snail Helix albolabris. When
the surface on which the snail is crawling is subjected to
a mechanical shock, the snail immediately withdraws its
tentacles for a short time. If the mechanical shock is re-
peated at regular intervals and if the intensity of the
stimulus is maintained at a constant level, the extent and
duration of tentacle withdrawal steadily decrease until
the animal has become completely indifferent (habituat-
ed) to the stimulus. If, during the course of the experi-
ment, the intensity of the stimulus is increased, the re-
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